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MOUNTING INSTRUCTIONS
Mount heater a minimum of 18 
inches from floor. 
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Product Specifications: 
•	 Provides protection against freezing for pump houses, 		

utility rooms, relay stations, construction sheds, etc.
•	 Stainless steel heating element and Aluminum fins
•	 Single pole thermostat with a 30°F to 140°F range

•	 Powder coated gray epoxy steel case
•	 Dimensions: 20” x 5 1/2” x 4”
•	 Over heat protection thermal fuse
•	 Made in the USA

Standard Models

MODEL 
NUMBER

CATALOG
NUMBER WATTS BTUs VOLTS AMPS PHASE TEMP 

RANGE
WEIGHT

(lbs.) COLOR

RPH1-5A 09990802 500 1706 120 4.2 1 30-140°F 5 Gray Epoxy

RPH2-5A 09990902 500 / 375 1706 / 1280 240 / 208 2.1 / 1.8 1 30-140°F 5 Gray Epoxy


	CUSTOMER: 
	DATE: 
	PROJECT: 
	LOCATION: 
	ARCHITECT: 
	ENGINEER: 
	CONTRACTOR: 
	SUBMITTED BY: 
	APPROVED BY: 
	APPROVED BY_2: 
	QTYRow1: 
	TAGRow1: 
	MODELRow1: 
	WATTAGERow1: 
	VOLTSRow1: 
	PHASERow1: 
	AMPSRow1: 
	THERMOSTATRow1: 
	QTYRow2: 
	TAGRow2: 
	MODELRow2: 
	WATTAGERow2: 
	VOLTSRow2: 
	PHASERow2: 
	AMPSRow2: 
	THERMOSTATRow2: 
	QTYRow3: 
	TAGRow3: 
	MODELRow3: 
	WATTAGERow3: 
	VOLTSRow3: 
	PHASERow3: 
	AMPSRow3: 
	THERMOSTATRow3: 
	QTYRow4: 
	TAGRow4: 
	MODELRow4: 
	WATTAGERow4: 
	VOLTSRow4: 
	PHASERow4: 
	AMPSRow4: 
	THERMOSTATRow4: 
	QTYRow5: 
	TAGRow5: 
	MODELRow5: 
	WATTAGERow5: 
	VOLTSRow5: 
	PHASERow5: 
	AMPSRow5: 
	THERMOSTATRow5: 
	QTYRow6: 
	TAGRow6: 
	MODELRow6: 
	WATTAGERow6: 
	VOLTSRow6: 
	PHASERow6: 
	AMPSRow6: 
	THERMOSTATRow6: 
	NOTESSPECIAL INSTRUCTIONS: 
	MARKEL: 
	REDDI: 
	RAYWALL: 
	Select Division: [MARKEL]


